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UNIT PANEL SPECIFICATIONS

SIZE: 32"X32"X1"
WEIGHT: 3.1LB
STRENGTH: 233 PSI (UNFILLED)
6747 PS| (FILLED)
RESIN: 100% RECYCLED (PIR)
COPOLYMER WITH IMPACT MODIFIER
"NO BREAK" POLYMER MATERIAL
COLOR: BLACK

(3% CARBON BLACK ADDED FOR UV PROTECTION)
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THIS DRAWING, SPECIFICATIONS AND THE INFORMATION CONTAINED HEREIN IS FOR GENERAL PRESENTATION PURPOSES ONLY.
ALL FINAL DRAWINGS AND LAYOUTS SHOULD BE DETERMINED BY A LICENSED ENGINEER (S)

INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH MANUFACTURER'S SPECIFICATIONS.

ALL DIMENSIONS ARE CONSIDERED TRUE AND REFLECT MANUFACTURER'S SPECIFICATIONS.

DO NOT SCALE DRAWING.

THESE DRAWINGS ARE NOT FOR CONSTRUCTION PURPOSES AND ARE FOR INFORMATION PURPOSES ONLY. ALL INFORMATION
CONTAINED HEREIN WAS CURRENT AT THE TIME OF DEVELOPMENT BUT MUST BE REVIEWED AND APPROVED BY THE PRODUCT
MANUFACTURER TO BE CONSIDERED ACCURATE.

CONTRACTOR'S NOTE: FOR PRODUCT AND COMPANY INFORMATION VISIT www.CADdetails.com/info
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