THE HIGH PERFORMANCE DRAINAGE
SOLUTION FOR EVERY APPLICATION

AIRDRAIN’S 92% VERTICAL AND LATERAL DRAINAGE HELPS PREVENT INFILL MIGRATION
AND NEARLY ELIMINATES STANDING WATER AND TRAPPED MOISTURE.

IT CAN BE FLUSHED DAILY, AND ALLOWS FOR WATER RECLAMATION AND REUSE. ALL WHILE
ADDING SAFETY AND GREEN BUILDING BENEFITS.

* 100% post manufactured recycled content made in the U.S.A. that
qualifies as a no-break plastic.

* 1 inch high 92% air-void space for fast and easy waste removal.

* 233 psi We have an 11 story high installation in Miami with 400,000
pounds sitting on 4k sqft of AirDrain.

*  Quick snap connectors for effortless installation. Compact shipping
reduces transportation costs. 798 sqft per pallet.

* Brings up to a 20% reduction in shock attenuation. We'll put AirDrain
up against any 1” pad on the market! Period.

* Can be reused when synthetic turf must be replaced. We have
fields on their 3 turf install using the same AirDrain.

* Can help qualify for LEED and other green building credits.

* AirDrain 92% air allows air flow under the turf and doesn’t impact
heat retention as other products do a big time issue in keeping turf
cooler.

* Simple water harvesting, reclamation, and reuse. Can hold .578
gallons per sqft. until it can be cleared by the exit drains.

AIRDRAIN WATER FLOW TESTING AND TRANSMISSIVITY
(ASTM D 4716 AND ISO 12958)

When the AirDrain was tested it moved water so fast they had to rig an extra
tank to complete the test nothing out-drains AirDrain!




