AIRPAVE GEOCELL FILLED WITH SAND ACCORDING TO SPECIFICATIONS

HYDROSEEDING OR
SAND BASED THIN CUT SOD

AIRPAVE GEOCELL

PREPARED SANDY GRAVEL
SUBBASE AS PER
GEO-TECHNICAL ENGINEER

FILTER FABRIC (OPTIONAL)
AS PER GEO-TECHNICAL
ENGINEER

PREPARED SUBBASE
PER GEO TECHNICAL
ENGINEERS

NOTES:
1. INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH MANUFACTURERS SPECIFICATIONS.
2. DO NOT SCALE DRAWINGS.
3. CONTRACTORS NOTE: FOR PRODUCT AND COMPANY INFORMATION VISIT www.CADdetails.com/info
REFERENCE NUMBER 975-014.

GRASS PAVING
SWALE DETAIL